


Parts List Table

Label No.| Parts Description Drawing Qty
Al Left Column j 1
A2 Right Column A/ 1

- )\
A3 | Middle Column & 7 1
Bl Left Beam 1
B2 Right Beam 1
Cl Left RearBeam % 1
C3 Left Front Beam %} 1
C4 Right Front Beam Q_: - EA 1
Middle beam with
DI 2
gear box
D2 Middle Beam 1
6%3=88
E Louver %388
6%4=120

§x4=120




Parts List Table

Label No. Parts Description Drawing Qty
—
F Rain cover = 4
G Column bottom plate 2
H Middle column bottom 1
plate
| Column cover plate 2
Connectors of middle
] 5
beam
K 8610F middle beam 1
Connector
L Corner Connector 2
8610F Rear middle 1
M
Connector
N Bracket 3
0 Hinge ring 4
P Screw+ Nut 4
Q Handle crank = 5
R Drainage connector
Q 3




Parts List Table

Label No.| Parts Description Drawing Qty
Countersunk
01 head screw MExT6 56
02 Pan head screw m M6x16 32
03 Flat washer 96x16 28
04 Flat round head @mmmm M8XL40 4
screw
05 Self-drilling screw - 8
50.8*3=176
. 1.8*¥3=176
06 Plastic jam % 5.8%4=24(
7.8%4=240
07 Glass glue @ 2
Wood screw+
08 | plastic expansion —> ML0x100 9
ibe O 610550
09 Flat washer 910 9
Wood screw+ M8x7h
10 plastic expansion Q:D 010x50 12
pipe 550
11 Flat washer 8 16
/ Corner support E- - 4
12 Self-drilling screw M 16

ST 4.2x25
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iy

A2

1. Clip the drainage connector R into column slot,
connect the bottom plate G on the columnA18A2,
and tighten with 01

01

01

OTY: 8PCS

G N ATY: 2PCS

QTY: 2PCS
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jﬁ 2. Clip the drainage connector R into column slot,
connect the middle column bottom plate H on the middle columnA3,

and tighten with 01

A3

™01

QTY: 4PCS I QY 1PC

OTY: 1PC




3.Place 8610F middle beam connector K on one side of middle beamD2,

then tighten it with 01 screws;place middle beam connector J on the other side of middle beamD2

and tighten it with 01 screws.

D2

step 1

step 2

TV 1PC

QTY:1PC
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4.Place the middle beam connector J on one side of middle beam with gear boxD1,

then tighten it with 01 screws; complete the other side of middle beamD1accordingly.
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TV 2PCS

01 W QTY:8PCS J
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5. Put two hinge rings Q into the gearbox drive shaft on the beamD1,

then tighten them with P screws + nuts.

step 1

step 2

0 @ 7Y 2PCS

P W Ty

TV 25ET
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6. Drill holes for the wall brackets and install bracketsN.

Step1: DriII@hoIe with electric drill according to size drawing below,
First, install the bracket U on the wall with wood screw+plastic expansion pipe 08 and 09,
adjust the height and level of the bracket, and tighten the wood screws.
Then use the electric drill to drill hole@ and hole @ install the plastic
expansion pipe, and tighten with wood screws.
Iy )
ffffff |

60

3780 (4%3 7 4%4)
2788 (343 34)

3780 (4%3 / 4%4)
2788 (3%3 / 3%4)

b

Drilling depth ¢ 145100

Number of holes: 9

" 4%3)

2415 (3%4 7 4%4)

2365 (3%3

2373 (3%4 /4%4)
9393 (3%3 /43)

Step 2:According to the size corresponding to the pergola, install the other two wall brackets

N 1

as per same steps above, then put the M10 screw nut cover 13 on.

08 09 09 09
08 08
N N
3780 (4%3 1 4xd) 3180 (4%3 / 4%4)
2188 (33 / 3%4) 2188 (3%3 7 3%4)
N < s e TSI
0TV 3PCS 08 o14x70  CTV:ISETS
7] C=5550 X
Page 6 09 910 GTY:9PCS




7. Connect the left rear beam C1 with the right rear beam C2.

Step 1:Install the rear middle
connector M on the middle position wall
bracket N with screw 04 and washer 11.
Note: NOT tighten screw 04.

Step 2: Insert the left rear beam C1
and right rear beam C2 into the rear
middle connector M, connect them
with screws 01 and tighten the
screws 01.

i

Step 3:Insert the right angle connector into
right rear beam C2 and left rear beam C1,
by using screws 01,02 and washer 03;
Adjust the positions of left and right rear
beams C1 and C2 to ensure that screws 04
and washers 11 can smoothly connect the
wall bracket N and right angle connector L,
and then tighten the middle two screws 04.
Note: Do NOT tighten screws 04 connecting
the angle connector L, after installed left 11
beam B1 and right beam B2, then tighten
the screws 04.
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